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Abstract 
 
 
In the pharmaceutical and specialty chemicals industries, partially baffled, torispherical-
bottomed glass-lined reactors are often used because of their material compatibility with 
most reactants and their cleanability.  These reactors are typically equipped with a retreat-
blade impeller and a single baffle mounted from the top.  The mixing performance of 
such reactors has received only limited attention in the literature, despite their ubiquitous 
presence in the pharmaceutical industry.  In this work, the minimum agitation speed to 
achieve off-bottom solid suspension, Njs, and the mixing time required to achieve 
homogenization of an added tracer were experimentally determined.  All experiments 
were conducted in a 60 L, scaled-down version of an actual industrial tank reactor having 
a torispherical bottom and equipped with a retreat-blade impeller.  Different baffling 
configurations were studied, i.e., a fully baffled system with 4 standard vertical wall 
baffles, a partially baffled system with a single beavertail baffle placed midway between 
the shaft and the tank wall, and an unbaffled system.  In the solid suspension 
experiments, spherical glass beads with an average size of 60 μm were used as the 
dispersed phase, while water was the continuous phase.  Njs was experimentally 
determined using Zwietering’s method, requiring that the solids do not rest on the tank 
bottom for more than 1-2 seconds.  The value of Njs strongly depended on the type of 
baffling, and was highest in the unbaffled tank and lowest in the partial baffled system.  
As for mixing time, a conductivity method using sodium chloride (NaCl) as a tracer was 
one of the two approaches used here to determine mixing time.  Experiments under 
unbaffled conditions were conducted by installing one or two probes in the mixing vessel 
(at the wall and midway between the wall and the shaft, respectively).  The presence of 
the conductivity probe(s) had a significant impact on mixing time.  Different mixing 
times were obtained with the conductivity method depending on the location of the 
probe(s) and the number of probes.  A separate colorimetric method coupled with image 
processing was additionally used to determine the mixing time. Both methods produced 
similar results when two probes were present, probably because of the baffling effects 
introduced by the probes themselves.  Results were also obtained with the partial baffling 
and full baffling arrangement.  Experiments were performed when the agitation speed 
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was varied in order to establish a correlation between mixing time and impeller speed 
under different baffling conditions.  For the unbaffled system, different mixing times 
were obtained with the conductivity method depending on the location of the probe(s) 
and the number of probes.  The colorimetric method produced results that were in 
agreement with the conductivity method only when two probes were used.  The unbaffled 
system appeared to be extremely sensitive to minor geometric parameters, such as the 
presence or absence of the probes, their location and number, and the modality of the 
tracer addition.  For the unbaffled system, mixing time results could not be interpreted 
using the conventional approach used for baffled systems.  The mixing time in the fully 
baffled system was comparable to the mixing time obtained with other types of impellers 
in baffled systems and could be quantified in terms of the non-dimensional mixing time, 
θ95·N. It was found that θ95·N=24.2.  The mixing time in the partially baffled system was 
intermediate between those of the unbaffled and baffled systems.  In this system the non-
dimensional mixing time θ95·N was not constant, implying that the use of a single 
beavertail baffle does not provide full baffling.  This was confirmed by the formation of a 
small vortex at high agitation speeds in the partially baffled system. 
 
Keywords: off-bottom solid suspension, minimum agitation speed, Njs, blend time, 
retreat-blade impeller, partial baffling, beavertail baffle, pharmaceutical tank, stirred 
vessel 
 
 
Contact Author’s Information: 
 
Name: Piero Armenante 
Address: Otto H. York Department of Chemical, Biological and Pharmaceutical 
Engineering, New Jersey Institute of Technology, 323 M. L. King Boulevard, Newark, 
NJ 07102-1982, USA 
Phone number: (973) 596-3548 or (908) 347-8734 (preferred) 
E-mail address: piero.armenante@njit.edu 
 
Presenting Author’s Information: 
 
Same as above 
 
 
Please specify whether you wish to be considered for an oral  or poster � presentation.  
 
Do you anticipate submitting a full paper to the special Mixing issue of the Canadian 
Journal of Chemical Engineering?      Possibly 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


